
SCORING LANE SETUP GUIDE  
BCORCS – BC Off-Road Championship Series 

 

Happy Racing!! 

TIME OUT 
AREA  

Min 50’ from Reader 

A chicane is ideal to 
slow racers down.   
Be careful not to have a sharp 
turn that would cause premature 
reads on the scoring lane reader.  

Be sure to provide a 
means for Riders to 
safely exit the course 
when finished.  

25 ft 

Scoring Lane 
Reader 

New pole based stand to hold reader.  
The ground should be soft enough to 

hammer rebar into ground.   

Small Table or Chair with 
Scoreboard Visible to 

Spectators 

 

27” Monitor 

 

Small Table or Chair 
with Racer Info 

Visible to Racer and 
Lane Keeper 

 

27” Monitor 
 Rider Race Display 

 

Note: Timeout is no longer in the official race rules.  It is up to the racer 
to be accountable for their own time out.  The club has the option of 
providing a time out area and a time out clock.   

PN Pop-up 
12 x 12 

Club Pop-up 
10 x 10 or larger  

Club Scoring Lane Supply List 
1 Generator must be a Honda 
or Yamaha good quality unit.  
Long Extension Cord 
Fuel for generator 
1 Pop-up 10x10 or larger 
2 Long Tables 
2 Small Tables or Solid Chairs 
for Monitors (opt) 
Ribbon 
 
Club Scoring Lane Volunteers 
Club signup/t-shirts/money 
Traffic manager to slow down 
riders 
Manual score keeper & 
Time tent tag reader (if PN 
personnel short) 

PN Supply List 
Sign Up Equipment & 
Paperwork 
Scoring Lane Pop-Up 
Scoring Lane Reader  
Scoring Lane Stand 
Racer Monitors 
 
PN Volunteers 
Sign Up & Scorekeepers 
Time tent tag reader 

25 ft 

**Not to Scale 

Remember to introduce us to your 
volunteers, sweepers, first aid and 
key contacts to report course 
problems. 


